
Single and Dual 
Monitor Arm
Extend your options!

Sleek, compact new Single and Dual Monitor Arms adjust 
effortlessly in all directions, providing ideal ergonomic 
monitor positioning for every user.  

With a 26" reach and 13" of height adjustment, the 
new arms offer maximum flexibility with a minimum, 
space-saving footprint. The intuitive, counterbalanced 
spring technology is more durable than gas cylinders. 
The compact Dual arm mounts two monitors at the 
recommended angle for simultaneous, parabolic viewing. 

Best of all, both models offer these best-in-class features 
for a budget-friendly price.
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• 26"of reach with 13" of usable height adjustment.

• Arm folds into a 4-3/8" area for more desk space.

• Arm swivels a full 360° around the base.

• Tool-free clamp installation with simple thumb screw or simple 
grommet mount.

• Single Arm accommodates loads of from 2 to 14 lb. Dual Arm 
allows 2 to 20 lb. load (up to 10 lb. per monitor).

• Intuitive, counterbalanced spring technology.

• Simple Allen wrench counterbalance adjustment 
accommodates different monitor weights. 

• Durable steel construction, neutral silver powdercoat finish.

• Dual arm crossbar holds monitors up to 22" each in a preset 5° 
parabolic display for easy viewing and reduced eye strain. 
Please note: screens do not adjust independently. 

• VESA compliant mounting for both 75 and 100mm. Adjustable 
face plates with easy tool-free thumb-knob adjustment and 
installation.

• Cable management system included.
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